
EXPERTSWITH TRADITION



EXPERTS WITH TRADITION

MWN Niefern, located in the
southern part of Germany
at the entrance to the Black
Forest, has since it was foun-
ded in 1909 been a partner
of the Paper Industry.
In the early 50©s, MWN star-
ted production of suction
rolls by installing its first multi
spindle drilling machine for
drilling suction roll shells.
Today the design and pro-
duction of high-tech suction
rolls and shells is a MWN 
speciality. A modern gun
drilling machine and a wide
range of sophisticated
machinery for the produc-
tion of rolls of all types have
been installed.
Wordwide references are
proof of MWN©s advanced
technical expertise and
superior quality. 
The satisfaction of each
customer©s unique require-
ments is our primary goal.
MWN has a highly speciali-
zed team equipped with
the latest technology to
guarantee complete servi-
ce at the paper mill or in
the shop in Niefern.

The US based marketing
and sales team provides
communications and assi-
stance to North and South
American customers.
Production of specially desi-
gned machinery for the foil
and nonwoven industry is a
tradition at MWN.
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SUCTION ROLL SHELLS

Material:
stainless steel, bronze, mild steel

Dimensions:
dia. from 300 mm to 1 600 mm (12 in. to 63 in.)
face length up to 12 000 mm (470 in.)
wall thickness up to 100 mm (4 in.)

Balancing:
up to 2 400 m/min (7900 fpm)

Weight:
max. 50 metric tons (55 tons)

Drilling pattern:
up to 78% open area 
noise-reducing 
in highest precision

Covers:
rubber, polyurethane, silicon rubber Replacement shells for all makes
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SUCTION ROLLS

Suction breast rolls 
Suction couch rolls 
Suction pick-up rolls
Center suction press rolls
Felt suction rolls
Suction pressure rolls
Pocket-Ventilation rolls 
Transfer suction rolls
Speciality suction rolls
speed up to 2400 m/min (7900 fpm)
face length up to 10 m (394 in.)



PRESS ROLLS

Nip load:
up to 500 kN/m (2850 pli)

Dimensions:
dia. up to 1 600 mm (63 in.)
face length up to 12 000 mm (470 in.)

Covers:
all functional covers 
including grooving and blind drilling

Weight:
up to 50 metric tons (55 tons)
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MWN DESIGN BENEFITS
proven 
year after year 
in harsh mill 
conditions
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MAINTENANCE & 
OPERATIONAL FEATURES:

· 360 degree suction box
rotation

· tapered head fits
· Individual air tube 

inflation
· end deckle position 

indicators
· flushable shower pipes
· seal strip locking 

mechanism
· lubricated end deckles
· oscillating high-pressure

cleaning shower
· internal bearing 

monitoring

STRUCTURAL & 
DESIGN FEATURES:

· 3D designed
· stainless steel suction box
· vibration & deflection

optimized
· composite seal holders
· forged steel heads
· oil and/or grease 

lubrication
· horizontal and 

vertical labyrinths



REBUILDS

BI-NIP-PICK-UP-PRESS 
with three-zone 
pick-up suction press roll,
center roll 
and second press roll.
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ALSO AVAILABLE:

· Felt/Wire Rolls
· Breast/Wire Turning Rolls
· Winder/Reel Drums

REEL SPOOLS

Dimensions:
dia. up to 1200 mm (47 in.) 
face length up to 12 000 mm (470 in.)

Speed:
up to 3 000 m/min (9900 fpm)

available with bearing assemblies
and clutch blocks
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GRANITE PRESS ROLLS

Dimensions:
dia. from 450 mm (18 in.)
up to 1 500 mm (59 in.)
face length up to 8 000 mm (315 in.)

Speed:
up to 1 000 m/min (3300 fpm)

Nip load:
up to 150 kN/m (850 pli)
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· The dewatering capacity
of the suction roll remains
fully functional during
operation

· No more deposits in 
suction holes and no 
longer a cause for roll
changes

· Hardly any fog outside 
the save-all pan area, 
as it would occur when
cleaning from outside 
to inside

· Removed particles are
pushed outside the shell
and removed 
continuously

· Shower water also cleans
the inside shell surface

OSCILLATING HIGH PRESSURE
CLEANING SHOWER

Cleaning from inside to 
outside, an excellent method
for cleaning suction roll shells

Technical Data:

Operation: Fresh Water

Operating Pressure: 80 bar

Water Capacity: 15 l/min/m (1,25 gl/ft/min)

Operating Mode:
continuous or intermittent

Connection for water and 
hydraulic-cylinder: Front Side

Hydraulic Fluid: 
HFC-Fluid (Glykol-based)

Hydraulic power unit with 
PLC-Controller:
Suitable for connection 
with process control system



MWN Niefern
Maschinenfabrik GmbH
Postfach 1209
D-75219 Niefern-!schelbronn
Bahnhofstrasse 51-53
D - 75223 Niefern-!schelbronn
Tel. +49 7233 / 75 - 0
Fax +49 7233 / 75 11

MWN - Rollservice Center
in Renningen

Internet  www.mwn-niefern.de
e-mail  info@mwn-niefern.de

24 Stunden-Service
24 Hour Service
Tel. +49 171- 5 48 19 28

Zertifiziert DIN EN ISO 9001

U.S.A. Office:

KG Technologies, LLC
2435 East North Street, Suite 260
Greenville, SC 29615
Phone:    (864) 236 4859
Fax:        (864) 990 3836
E-Mail:    Kai@KG-Technologies.com
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SUMMARY 
DELIVERY PROGRAM

Suction rolls 
for all applications

All functional rolls

Ventilation rolls

Granite rolls

Rolls of all types

Dewatering systems

Doctor systems

Rebuilds and 
modernizations on 
suction rolls

Repairs

Service

Special machines 
for foil or nonwoven


